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T883D 
863 
83 0 
885 
864 

CHEMICAL CHARACTERIZATION PACKAGE 

BUILDING(s): 800 AREA, TYPE 1 BUILDINGS (864,830,885, T883D and B863) 

8 
0 
0 
3 

20 

Total Samples: 

Total Samples: 

10 

31 

Sample Location 

800 Area Cluster, all 
locations 

I 
Sample location and justificationh 

Sample location and justification/rational 

/ 0 Lead sampling is not required in the 800 Area Cluster. All paint will 
remain a part of the infrastructure during demolition and therefore does 

Ceiling tile, drywall and floor tiles may contain 6bestos. 
No susDect materials. / 
No susnect materials. / 

I 

Piping insulation may contain asbestos. ,/ 
Floor tile, TSI, base cove, plaster, trans$e panels, drywall, roof, exterior 

and 40 CFR 763. I 

I 

BERYLLIUM I” 
Sample Location 1 Number of 

1 Samples 
I (smears) 

T883D, 863,830,885, 1 10-biased 
864 

i 
ple location and justification/rational 

3/ 
There is nodocumented supporting data or process history that proves 
berylliuy”6as not used or stored in these buildings. Therefore, two biased 

from each of the five building will be obtained. Buildings have 
and can be treated as one area. 

SFp les  will be obtained at locations specified on sample map(s) in 
p.cordance with PRO-536-BCPR, Beryllium Characterization Procedure. 
Biased sample locations will correspond with the most probable areas of 
dust accumulation (including beryllium dust), assuming airborne 
denosition. 

i 
I 

Total Sample$ 0 
I 

not require sampling per Environmental Waste Compliance Guidance No. 
27, Lead Based Paint (LBP) and LBP Debris Disposal. Sampling for lead 
for IH requirements will be at the discretion of the demolition contractor. 
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contained hazardous waste or materials and visual o 

oily type substance. Therefore, sampling 

accumulation area fo te. The building was also used for 
he Historical Release Report also 

dumpster occurred 
follows: Twenty-fo 

refore, sampling requirements are as 
with one that is the duplicate as required 

to B881, but there is no history of a spill within the 

will involve environmental remediation. 
Samples will be obtained at locations specified on sample map@) in 
accordance with PRO-488-BLCR, Bulk Solids and Liquids 
Characterization Procedure. The 10% sampling is consistent with SW 
826 sampling protocol. 

I sample located next to one of the spill locations. 
I The concrete floor is painted. However, the rubble will be considered HS5 0 

/' PCB Bulk Product waste and disposed off-site in accordance with 40 CFR 
761. 
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